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Abstract. The paper proposes a new method that combines the self-adaptation mechanism and 

Adaptive Particle Swarm Optimization (APSO) algorithm for binary image registration, taking 

into consideration the problem of a particular component of banking security which involves 

the client’s signature. The main aim is to register two binary images, considering the affine 

perturbation model that consists of a mixture of shear and rigid deformation. In most of the 

cases the image to be recognized is different from the stored image, from geometrical point of 

view. A self-adaptive APSO method was developed to align the input image to the target one. 

The light intensity of an individual is defined in terms of mutual information that is calculated 

between the transformed image and the target image. The proposed registration methodology 

is evaluated using qualitative and quantitative measures. In the final part of the paper, the 

experimental results are reported together with some concluding remarks regarding the quality 

of the resulted methods. 
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1. Introduction 
Image registration is an important step in image processing applications and is used in various 

systems and algorithms including image recognition, computer vision, medical imaging and 

target recognition [1-4]. The main aim is to align multiple scenes from images acquired at 

different times, from different viewpoints, different depths, and using different sensors into a 

single integrated image. Most common types of variations that appear in observed images are: 

spatial variations, volumetric variations, region of interest variations. In most of the cases the 

variations in the analyzed images are due acquisition and can be removed using spatial 

transformation [1-2]. In the following we will work under the assumption that the variations 

are spatial and are of affine type. In the literature, based from perturbation model, various 

classes of image registration techniques have been presented such as: landmark-based 

registration, multi-resolution registration, principal axes transformation (PAT), boundary 

registration, optimization-based registration, adaptive methods and evolutionary-based 

approaches [5-9]. The goal of this paper is to develop a new image registration methodology 

for signature recognition and to improve the Accelerated Particle Swarm Optimization (ASPO) 

registration method presented in [10]. The proposed methodology belongs to evolutionary-

based class and uses the bio-inspired APSO approaches whose parameters automatically adapt 

and evolve. It addresses the problem of security systems based on digital signatures, but it can 

be applied to all binary images represented by sparse matrices. The movement between two 
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individuals takes into consideration the space bounds and the quality of the solutions [10]. The 

light intensity of the individual is defined in terms of quality measure and uses the mutual 

information metric. 

 

2. The proposed methodology 
In geometry, an affine spatial transformation or affinity is a function in affine space that 

preserves collinearity and ratios of distances [11]. Expansion, scale, geometric contraction, 

reflection, rotation, shear, translation, similarity transformation, spiral similarities and their 

combinations are affine transformations. The general affine transformation is a composition of 

rotations, translations, scale and shears. 

In our approach we will take into consideration the rigid transformation with shear effect along 

𝑂𝑥 axe. Taking into consideration the input image 𝐼0 and the parameters (𝑎, 𝑏, 𝑠, 𝜃, 𝑑) the output 

image is described as follows: 

 

(
𝑥1

𝑦1
) = ([

1 𝑑
0 1

] ∙ ([
𝑎
𝑏
] + 𝑠 ∙ [

cos 𝜃 −sin𝜃
sin 𝜃 cos 𝜃

] ∙ [
𝑥
𝑦])) 

 

(1) 

 

The APSO developed by Xin-She Yang [12] represents a special case of firefly algorithm and 

belongs to meta-heuristic nature inspired class of algorithms. Typically it is used to solve a 

range of optimization problems in real-world applications, from shaded PV Systems to 

Network Plan Optimization, from image processing to global numerical optimization [13, 14]. 

In the standard firefly algorithm, the attractiveness, the movement and the distance represents 

the main features. The movement of a firefly I toward a brighter firefly j, is defined by: 

 

𝑥𝑖
′ = 𝑥𝑖 + 𝛽0𝑒

−𝛾𝑟𝑖𝑗
2

(𝑥𝑗 − 𝑥𝑖) + 𝛼 ∙ 𝜀 

 

(2) 

 

where 𝑥𝑖 represents the current position of firefly i , the 𝛽0 represents the attractiveness constant 

when distance between two fireflies 𝑟𝑖𝑗 is 0, the third term represents the nonlinear 

attractiveness which varies with distance, while the last term represents  the random walk with 

𝛼 the randomization parameter, and 𝜀 a random number.  

If we replace 𝑥𝑗 with the current global best solution 𝑔 then the above equation becomes a 

variant of accelerated particle swarm optimization (APSO) [15]. 

 

𝑥𝑖
′ = 𝑥𝑖 + 𝛽0𝑒

−𝛾𝑟𝑖𝑗
2
(𝑔 − 𝑥𝑖) + 𝛼 ∙ 𝜀 (3) 

 

The idea that stands behind using global best solution 𝑔 is primarily to increase the diversity 

in the quality solutions. In our methodology, we use two updating rules [10]: 

  

𝑥𝑖
′(𝑘) = 𝑥𝑖(𝑘) + 𝛽0𝑒

−𝛾𝑟(𝑘)𝑖𝑗
2
(𝑔(𝑘) − 𝑥𝑖(𝑘)) +

ℎ𝑏(𝑘) − 𝑙𝑏(𝑘)

max
𝑘

(ℎ𝑏(𝑘) − 𝑙𝑏(𝑘))
∙ 𝜀 ∙ 𝑐 

(4) 

 

 

𝑥𝑖
′(𝑘) = 𝑥𝑖(𝑘) + 𝛽0𝑒

−𝛾𝑟(𝑘)𝑖𝑗
2

(𝑔(𝑘) − 𝑥𝑖(𝑘)) +
ℎ𝑏(𝑘) − 𝑙𝑏(𝑘)

max
𝑘

(ℎ𝑏(𝑘) − 𝑙𝑏(𝑘))
∙ 𝜀 ∙ 𝑐 ∙ exp⁡(1 − 𝑓𝑖𝑡𝑛𝑒𝑠𝑠(𝑔)) 

(5) 

 

where 𝑙𝑏(𝑘), ℎ𝑏(𝑘) represents the bounds of the parameter 𝑘, c is a given constant scale factor, 

𝜀 represents a random number generated from uniform distribution 𝑈(0,1) and 𝑓𝑖𝑡𝑛𝑒𝑠𝑠(𝑔) 
represent the quality of the attractor. The distance between two fireflies is defined by 
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𝑟𝑖𝑗(𝑘) =
|𝑥𝑖(𝑘) − 𝑥𝑗(𝑘)|

𝐷𝑚𝑎𝑥(𝑘)
 

(6) 

 

 

𝐷𝑚𝑎𝑥(𝑘) =
ℎ𝑏(𝑘) − 𝑙𝑏(𝑘)

√𝐷
 

(7) 

 

 

where 𝐷 represents the number of components of fireflies. 

Comparing with many other bio-inspired algorithms, the APSO uses tree parameters,⁡𝛽0,⁡𝛾,⁡𝛼, 

with a simple mechanism. The initial values of parameters represents the most challenging 

issue in meta-heuristic algorithms, as they control the convergence and the accuracy of the 

algorithm. By setting appropriate parameter values, the performance of the algorithm is 

positively influenced.  

The input parameters⁡𝛽0,⁡𝛾,⁡𝛼 of standard algorithm influence the results. For example, in 

APSO, the parameter 𝛾 represents the influence range. A small value of 𝛾 is similar with high 

visibility between fireflies while a higher value of 𝛾 is similar with low visibility. If 𝛾=0 all the 

fireflies belong to a single swarm. A higher value 𝛾 can lead to a random walk, the idea of 

swarm being dissolved. The diversity and properties of the entire population is influenced by⁡𝛾. 

Also, the parameter 𝛽0 impacts the convergence of the algorithm. If the value of 𝛽0 is 0 the 

entire process becomes a random walk. In essence, the parameter tuning represents an 

optimization problem which requires higher-level optimization methods.  

Parameter values set at the beginning of optimization process can become inappropriate in later 

generations, leading to bad results. A solution for this is to allow the parameters⁡𝛽0, 𝛾, 𝛼 to 

vary according to each firefly experience and current situation. Those parameters are encoded 

into genotype of individuals as follows: 

 

𝑥 = (𝑥1, … . , 𝑥𝑛, 𝛽, 𝜎1, 𝛾, 𝜎2, 𝛼, 𝜎3) (10) 

 

where 𝑥1, … . , 𝑥𝑛 represent the solution part, parameters⁡𝛽, 𝛾,⁡𝛼 represent the current values of 

control parameters, and⁡𝜎𝛽,⁡𝜎𝛾,⁡𝜎𝛼 represent the standard deviations of the control parameters. 

The values of control parameters are changing according to standard uncorrelated mutation 

with n step [16]. The mutation is defined by the following equations: 

 

𝜎𝑖
′ = 𝜎𝑖 ∙ 𝑒

(𝜏′∙𝑁(0,1)+𝜏∙𝑁𝑖(0,1)), 𝑖 = 1,… 3 
(11) 

 

𝛽′ = 𝛽 + 𝜎1
′ ∙ 𝑁(0,1) (12) 

 

𝛾′ = 𝛾 + 𝜎2
′ ∙ 𝑁(0,1) (13) 

 

𝛼′ = 𝛼 + 𝜎3
′ ∙ 𝑁(0,1) (14) 

 

where 𝜏′ and 𝜏 denote the learning rate with 𝜏′ ∝ 1/√2𝑛⁡ and 𝜏 ∝ 1/√2 ∙ √𝑛 . To prevent the 

use of very small mutation strengths, a threshold rule is applied: 

 

𝜎𝑖
′ < 𝑡ℎ then 𝜎𝑖

′ ← 𝑡ℎ 

 

(15) 
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Starting from the particular affine model (1), the image registration task is to compute a 

function 𝑓(𝑥, 𝑦) such that⁡𝐼1((𝑓(𝑥, 𝑦))
𝑇) = 𝐼0(𝑥

1, 𝑦1). The function f is completely defined 

by the parameters(𝑎, 𝑏, 𝑠, 𝜃, 𝑑): 
 

𝑓𝑎,𝑏,𝑠,𝜃,𝑑(𝑥, 𝑦) =
1

𝑠
∙ 𝑅𝑇 ∙ [(

1 −𝑑
0 1

) ∙ (
𝑥
𝑦) − (

𝑎
𝑏
)] 

 

(16) 

 

where 𝑅 represents the rotation matrix with 𝑅−1 = 𝑅𝑇. 

In our approach, the parameters that self-adapt are⁡𝛽0,⁡⁡𝛾. The firefly 𝑥 becomes:  

 

𝑥 = (𝑎, 𝑏, 𝑠, 𝜃, 𝑑, 𝛽, 𝜎𝛽 , 𝛾, 𝜎𝛾) (17) 

 

Let 𝑛 be the number of fireflies; 𝑀𝑎𝑥𝐺𝑒𝑛𝑒𝑟𝑎𝑡𝑖𝑜𝑛 the maximum number of generations; 𝛽0, 𝛾 

the initial attractiveness and light absorption coefficient; 𝜎𝛽, 𝜎𝛾 the initial dispersion; 𝑡ℎ the 

threshold value, ℎ𝑏 and 𝑙𝑏 the bounds for firefly components; 𝑟 a parameter that controls the 

desired sub-optimal fitness value, 𝑟 < 1. The proposed firefly algorithm is presented as 

follows: 

 

Step 1. Randomly generate the initial population 𝑋0 = {𝑥1, 𝑥2, 𝑥3, … , 𝑥𝑛} 
Step 2. Compute 𝐿𝑖 the light intensity for each 𝑥𝑖 ∈ 𝑋0⁡; 𝑡 ← 0; 
Step 3. 𝑤ℎ𝑖𝑙𝑒⁡(𝑡 < 𝑀𝑎𝑥𝐺𝑒𝑛𝑒𝑟𝑎𝑡𝑖𝑜𝑛⁡&&⁡fitness(𝑔) < r⁡) 

Step 3.1 Compute 𝑔, the best fitted firefly 

Step 3.2 𝑓𝑜𝑟⁡𝑖 = 1: 𝑛 

Step 3.2.1 Compute the  𝜎𝑖𝛽, 𝜎𝑖𝛾, 𝛽𝑖, 𝛾𝑖 

 Step 3.2.2 Move firefly 𝑥𝑖 to firefly 𝑔 

Step 3.3 Evaluate all candidate solutions and update light intensity 

Step 3.4 𝑡 ← 𝑡 + 1 

Step 4. Rank all fireflies and return the best fitted firefly 

 

4. Experimental Results 

In order to measure the accuracy and effectiveness of the proposed methodology we have 

performed an extensive testing work on various binary digital signature images. The quality of 

the proposed algorithm is measured using Success Rate (SR), Mutual Information Rate (MIR), 

Signal-to-Noise Ratio (SNR), Root Mean Squared Error (RMSE), and Root Mean Squared 

Signal-to-Noise Ratio (RMS-SNR) [10]. 

The reported results correspond to a set of 16 pairs (sensed image, target image), denoted as 

𝑃𝐽, representing signatures. The results are obtained by running the algorithm 500 times for 

each input pair of images. Note that the first APSO algorithm, APSO1, uses the updating rule 

(4) and the following input parameters: the population size⁡𝑛 = 50, 𝑀𝑎𝑥𝐺𝑒𝑛𝑒𝑟𝑎𝑡𝑖𝑜𝑛 =
200,⁡𝑟 = 0.85, 𝛽0= 2, 𝛾 = 2, 𝜎𝛽 = 1, 𝜎𝛾 = 1.The second APSO algorithm, APSO2, uses the 

updating rule (5) and the same input parameters.  

 
Table 1. Experimental results 

 APSO1 APSO2 

Input SR MI RMSE RMS SNR SR MI RMSE RMS SNR 

𝑃𝐽1 98.4% 0.863 0.064 15.758 23.839 99.80% 0.872 0.062 16.059 24.057 

𝑃𝐽2 99.4% 0.866 0.050 20.148 26.031 100% 0.871 0.049 20.416 26.161 
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𝑃𝐽3 95.2% 0.849 0.063 16.562 24.208 98.60% 0.865 0.059 16.804 24.466 

𝑃𝐽4 97.4% 0.854 0.062 16.478 24.200 99.20% 0.869 0.059 16.878 24.498 

𝑃𝐽5 99.6% 0.87 0.061 16.472 24.274 100% 0.873 0.060 16.481 24.299 

𝑃𝐽6 80.2% 0.737 0.082 16.174 23.195 89.60% 0.803 0.068 17.462 24.297 

𝑃𝐽7 93% 0.819 0.069 16.401 23.907 99.60% 0.869 0.057 17.393 24.767 

𝑃𝐽8 87.8% 0.801 0.061 17.092 24.537 88.60% 0.839 0.058 17.235 24.615 

𝑃𝐽9 99.4% 0.866 0.062 16.075 24.062 100% 0.873 0.060 16.382 24.246 

𝑃𝐽10 93.6% 0.822 0.070 15.946 23.685 99.20% 0.865 0.060 16.715 24.398 

𝑃𝐽11 90.2% 0.846 0.057 18.197 25.055 91.40% 0.855 0.055 18.321 25.179 

𝑃𝐽12 92.4% 0.814 0.105 10.772 20.188 98.60% 0.861 0.088 11.288 20.945 

𝑃𝐽13 95.6% 0.846 0.059 17.751 24.812 98.80% 0.867 0.055 18.257 25.179 

𝑃𝐽14 76.6% 0.690 0.090 15.923 22.788 89.40% 0.790 0.068 17.979 24.471 

𝑃𝐽15 83% 0.749 0.086 15.318 22.804 96.40% 0.843 0.063 17.051 24.405 

𝑃𝐽16 83.4% 0.739 0.072 18.672 24.472 93.80% 0.824 0.056 20.660 25.892 

 

From the accuracy point of view, the results of APSO2 algorithm are better or in some cases, 

significantly better than the APSO1 variant. Taking into consideration that the input images 

are the same, the proposed self-adaptive APSO outperforms in some cases in both variant the 

APSO without self-adapting. For example, in [10] using APSO1 and APSO2 the lower value 

of SR is obtained for picture #14 with 𝑆𝑅 = 71% and 𝑆𝑅 = 73.75% .Using the self-adaptive 

variant of APSO, the results improve from both accuracy and efficiency point of view. 

 

5. Conclusions 
In this paper we proposed a methodology based on self-adaptive APSO algorithm for image 

registration. Starting from a sensed image, the idea is to align it with a target image using the 

mutual information measure that computes the similarities between images. This method can 

be applied on any gray-scale images. The effectiveness of our proposed methodology has been 

established by implementing the self-adaptive mechanism for input parameters.  

We have conducted a series of tests to evaluate the quality and accuracy of obtained results. 

The tests point out that the algorithm is very fast and in most of the cases, the accuracy is fairly 

good, better than non-adaptive algorithm. 
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